


Armatiir Olgiileri
Luminary Dimensions

Toplam Yiikseklik
Total Height

Govde Borusu

Body Pole

Konsol
Bracket

Boya
Paint

Armatiir
Luminary Part
Difiizér / Diffuser

Koruma Sinifi
Protection Class

Direng Sinifi
Insulation Class

Montaj Detayi
Mounting Detail

Darbe Korumasi
Impact Resistance
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©360x160mm / @450x190mm / @550x230mm

3m-9,5m

Celik (elekto galvaniz kaplama)-Standart

Celik (daldirma galvaniz kaplama) - istege bagh
Altiminyum ve gelik konik borular - istege baglh
Steel (coated with electro galvanized)-Standard
Steel (Coated with hot dip galvanized)-upon reguest
Aluminium and steel conical poles - upon request

Aliiminyumdan uretilmistir.
Manufactured from Aluminium

Tiim RAL kodlan veya Ozel Mimari Efektli boyalar
All RAL Codes or Special architectural paints

Altiminyumdan tretilmistir.
Manufactured from Aluminium
Temperli cam / Tempered Glass

IP66
Classll
Ankaraj Sistemi

Anchor System
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ELIPS

LED Sirici 350-700mA
LED Driver
Giig Tiketimi 27W - 100W

Power Consumption

Kablo / Cable

Calisma Derecesi

3+1,5TTR Yanmaz Kablo
3+1,5TTR Non-flammable cable

-20°C +85°C

Operating Temperature

LED Led Modiil (12/16/24/32/36/48)
Optik / Optics Elips sekilli asimetrik lens
Eliptical Shaped asymmetrical lenses
Renk Derecesi 3000K / 4000K
Colour Temperature
Isik Akisi 3600Im den 14400Im kadar
12/16/24/32/36/48li LED modiille
Luminous Flux from 3600Im up to 14400Im with
12/16/24/32/36/48 LED Modules.
CRI 3000K>80 / 4000K>70

Kullanim Siiresi

Lifespan

Garanti / Warranty

35000hrs (50°C) / 50000hrs (25°C)

3yl / 3years
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